
T i t l e  154 - STATE FIRE MARSHAL 

Chapter 2 - MANUFACTURE: BLASTING AGENTS 

- 001. M a n u f a c t u r e :   B l a s t i n g   A g e n t s  

001.01. B u i l d i n g s   o r   o t h e r   f a c i l i t i e s   u s e d   f o r   m i x i n g  
b l a s t i n g   a g e n t s ,   i n c l u d i n g   m o b i l e   e q u i p m e n t ,   s h a l l   b e  
l o c a t e d ,   w i t h   r e s p e c t   t o   i n h a b i t e d   b u i l d i n g s ,   p a s s e n g e r  
r a i l r o a d s  and p u b l i c   h i g h w a y s ,  i n  accordance wi th  t h e  
Amer ican  Table o f  Distances.  (See  Appendix V . )  

001.01A.  Minimum i n t r a - p l a n t   s e p a r a t i o n  
d i s t a n c e s   b e t w e e n   m i x i n g   u n i t s   a n d   t h e   o x i d i z e r  
s t o r a g e   a r e a s   a n d   b l a s t i n g   a g e n t   s t o r a g e   a r e a s  
s h a l l  b e   d e t e r m i n e d   b y   t h e   p r e v a i l i n g   s t a n d a r d s  
i n  t h e   t r a d e   a n d   s h a l l   b e   r e p o r t e d   t o   t h e   S t a t e  
F i r e   M a r s h a l   i n   w r i t i n g   f o r   h i s   o r   , h e r   a p p r o v a l .  

001.018. Any o x i d i z e r   s t o r e d   a t  a c l o s e r   d i s -  
t a n c e   t o   t h e   b l a s t i n g   a g e n t   s t o r a g e   a r e a   t h a n  

added t o   t h e   q u a n t i t y   o f   b l a s t i n g   a g e n t s   t o  
as   p rov ided i n  S e c t i o n  001.01A a b o v e ' s h a l l   b e  

c a l c u l a t e   t h e   t o t a l   q u a n t i t y   i n v o l v e d   f o r  
a p p l i c a t i o n   o f   t h e   a f o r e m e n t i o n e d   T a b l e .  

W c o n f o r m   t o   t h e   r e q u i r e m e n t s   o f   t h e s e   R u l e s  and 
001.02. B u i l d i n g s   u s e d   f o r   t h e   m i x i n g   o f   b l a s t i n g   a g e n t s  

t h e   S t a t e   F i r e   M a r s h a l .  
R e g u l a t i o n s ,   u n l e s s   o t h e r w i s e   s p e c i f i c a l l y   a p p r o v e d   b y  

c o n s t r u c t i o n   o r   s h e e t   m e t a l  on  wood s tuds .  
001.02A. B u i l d i n g s   s h a l l  be o f  noncombust ib le  

001.028.  The l a y o u t   o f   t h e   m i x i n g   b u i l d i n g   s h a l l  
be  such  as t o   p r o v i d e   p h y s i c a l   s e p a r a t i o n   b e t w e e n  
t h e   f i n i s h e d   p r o d u c t   s t o r a g e ,   a n d   t h e   m i x i n g   a n d  
packag ing   ope ra t i ons .  

. 
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001.02C. Floors i n  s to rage   a r eas  and i n  the 
process ing   p lan t   sha l l  be of  concrete.  Iso1,ated 
fue l   s to rage   sha l l  be provided  to   avoid  contact  
between  molten ox id ize r  and fuel  i n  c a s e   o f   f i r e .  

001.02D. The b u i l d i n g  shal.1 be well vent i la ted , .  

001.02E.  Heat s h a l l  be provided  exclusively from 
a u n i t  ou t s ide   t he  b u i l d i n g .  

001.03. The design of   the mixer s h a l l  minimize the p o s s i b i l i t y  
o f c t i o n a l  heating,  compaction, and especial ly ,   confinement .  
Bearings  and  gears  shall be pro tec ted   aga ins t  the accumulation, 
of   ox id izer  d u s t .  All su r f aces   sha l l  be a c c e s s i b l e   f o r  
c leaning .  Mixing  and packaging  equipment sha l l  be cons t ruc ted  
of   mater ia ls   compat ible  wi . th  the   fuel-oxidizer   composi t ion.  

001.04. The s e n s i t i v i t y   o f   t h e   b l a s t i n g   a g e n t   s h a l l  be 
determined by means of  a No. 8 t e s t   b l ' a s t i n g   c a p   a t   r e g u l a r  
i n t e r v a l s  and  af ter   every  change i n  ingredients ,   composi t ion 
or   packaging ,   o r   as  may be requested 'by t h e   S t a t e   F i r e  Warshal. 

001.04A. No l i q u i d   f u e l  w i t h  f lash  point   lower  
m a t  of  No. 2 Diesel  fuel  oil   (125  degrees 
minimum o f   l e g a l )   s h a l l  be used. 

001.048. I f  s o l i d  fue1.s are   used,   they  shal l  be 
chosenso a s   t o  miniroize dust   explosion  hazards .  

.peroxides ,   ch lora tes   o r   perch l 'o ra tes   sha l l   no t  be 
001.04C. Metal d u s t s  ( A l u m i n u m  powder, e t c . ) ,  

manner approved by the   S t a t e   F i r e   l f a r sha l .  
used unless   such 'opera t ions   a re   conducted  i n  a 

-under the supervision  of  competent  personnel 
001.040. Unusual composi t ions  shal l   not  be attempted 

equipped to   determine  the  overal l   hazards  of  the  
resul t ing  composi t ions.  

001.05. All e l ec t r i ca l   swi t ches ,   con t ro l s ,   mo to r s ,  and l i g h t s ,  
i t e d  i n  t h e  m i x i n g  room, s h a l l  conform t o   t h e   r e q u i r e -  
ments  of  Class 11, Division 2 of   the   Nat iona l   E lec t r ica l  Code, 
otherwise,   they  shal l  be located  outs ide  the  mixing room. The 
frame  of  the  mixer  and a l l   o t h e r  equipment t h a t  may be used 
s h a l l  be e l e c t r i c a l l y  bonded a n d  provided  with a continuous 
path  to  the  ground. 
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001.06. Washdown f a c i l i t i e s   s h a l l  be provided.  Floors  shall  

p ip ing   in to  which  molten materials  could  f low and be confined 
be constructed so a s   t o   e l imina te  open f l o o r   d r a i n s  and 

i n  c a s e   o f   f i r e .  The f l o o r s  and equipment  of  the  mixing and 

accumulat ion  of   oxidizers   or   fuels  and other sensitizers. 
packaging room sha l l  be washed down f requent ly   to   p revent  

The e n t i r e  m i x i n g  and packaging  plant  shall  be washed down 
periodical ly   to   prevent   excessive  accumulat ion  of  dust .  

001.07. Smoking o r  open f lames  shal l  n o t  be permitted i n  o r  
w i t h i n  50 f e e t   o f  any b u i l d i n g  o r   f a c i l i t y  used f o r   t h e  m i x i n g  
of   b las t ing   agents .  

001.08. Empty ox id ize r  bags s h a l l  be disposed  of   dai ly  i n  a 
s a f e  manner. 

001.09. Not  more than  one  day's  production  of  blasting  agents 

o r   a r ea .   La rge r   quan t i t i e s   sha l l  be s tored  i n  s epa ra t e  
s h a l l  be permitted i n  or near  the  mixing  and  packagi,ng  plant 

warehouses o r  magazines i n  accordance w i t h  p rov i s ions   l i s t ed  
., under  Storage  of  Explosives.  (Chapter  5) 

.Statutory  Authori ty:  Neb. Rev. S t a t .  5§28-1213 t o  28-1239;  81-502 
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